GIYFOR (98 BOLTS | ITEM DESCRIPTION
X A(YZC?JTX 28") 1 10GA MILD STEEL TANK WALL — (3/8”) THICKNESS PLATFORM
CUSTOMER APPROVAL 2 10GA MILD STEEL COVER
APPROVED: [ 3 TANK\COVER BARE COPPER EXTERNAL GROUND STRAP
AP PnoNngD :,fPHNgEB: El' 4 |LIQUID LEVEL INDICATOR
BY: N 5 OlL TEMPERATURE GAUGE 0—120°C
¢ 6 PRESSURE RELIEF VALVE 5 PSI
s 7 DRAIN VALVE WITH SAMPLING DEVICE
\@ 8 TANK GROUNDING SPADE TERMINAL
9 100 AMPS THERMOPLASTIC TAPS CHANGER WITH LEVER HANDLE
10 |50 AMPS THERMOPLASTIC DUAL VOLTAGE SWITCH WITH LEVER HANDLE
11 |4 HOLES COPPER LV BUSHING 1.2 kV CLASS, 30 KV BIL, EPOXY INSULATOR
i 12 |COVER CLAMPING DEVICE
818 13 |HV PORCELAIN BUSHING (2) 18 kV CLASS—522mm CREEPAGE DISTANCE
PLAN VIEW 14 |HV COPPER TIN PLATED CLAMP TYPE CONNECTOR—#8 SOLID TO #2/0
15 |ALUMINUM ANODIZED NAMEPLATE STAMPING
16 |LIFTING LUGS (2)
17 |1” NPT PIPE FITTING WITH BRASS PLUG

| 90 |
I I
POLEMOUNT TYPE ONAN 60Hz 65°C

, TOP OF TANK
1 PH. 250 kVA  SERIAL No
IMPEDANCE AT 85°C % VOL. OF OIL L
BIL 95X125 kV TOTAL MASS kg
[ H.V.  7200/12470Y VX 14400/24940Y v
L.V. 480 v < 2 PPM PCB

Mook g
" ODE 9. @
TOP FILTER ‘ / , @\ H1@H2
PRESS CONNECTION ! A ST
|
T od o w0 | O [T O

| X2 X1
' 1810 |—480—|
| DV TAPS CHANGER (TC)
1372 POSITIONS |1 2 3 7z 5
@/ | 14.4 kV | 105 % |102.5 %| 100 % | 97.5 % | 95 %
I \® 7.2 kV_| 105 % |102.5 %| 100 % | 97.5 %| 95 %

1345 | WARNING: 1Q§ERATE SWITCHES _ONLY WHEN

NSFORMER IS DE—ENERGIZED
NON PCB | CALCULATED VALUES ENERGY EFFICIENCY PER CAN/CSA C802.1

STICKER oL : 421 L P.O. No. DATE

o WEIGHT : 1125 Kg Built to CSA C2.1 |MFR.REF.NO. TAO0250DMF 1BCOO 1
|=— 762 INS DIA, ———| 78 DD
[AA\ODOD QUEBEC, CANADA ROO
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FRONT VIEW ELEVATION VIEW REAR VIEW AND NAMEPLATE DRAWING

DRAWN. p.A.B,| DATE: 2019,/08 /16 DIMENSIONS IN mm UNLESS OTHERWISE SPECIFIED
ELECAPP.F.B. |DATE: 2019/08/16 MANUFACTURER |NUMBER

eS80 | | CA [TAO250DMF 1BCO0!

NOTES:

— MEETS REQUIREMENTS OF CSA C2.1 SPECIFICATION
— TANK MARKINGS ACCORDING TO "CSA C2.1"

TA0250DMF1BCOO1
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L’INFORMATION CONTENUE DANS LA PRESENTE EST LA PROPRIETE DE ABB INC. ET REVET UN CARACTERE CONFIDENTIEL. AUCUNE PARTIE DE CE
DESSIN NE PEUT ETRE REPRODUITE NI UTILISEE SANS LA PERMISSION FORMELLE DE LA SOCIETE. LES CONTREVENANTS SERONT POURSUIVIS

E INFORMATION CONTAINED HEREON WHICH IS THE PROPERTY OF ABB INC. MUST BE MAINTAINED IN CONFIDENCE AND NO PORTION OF THIS
AWING MAY BE REPRODUCED OR USED, WITHOUT THE EXPRESS PERMISSION OF THE COMPANY. CONTRAVENTION WILL BE PROSECUTED
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